






14

Agilent autosamplers eliminate manual errors and provide unmatched reproducibility during 
sample injection. From smaller runs of up to 16 samples to larger runs of up to 150 samples  
or more… there’s an autosampler that will keep you on track and on time.

Agilent 7693 Series automatic liquid sampler (ALS)
Inject new performance into your GC
With the fastest injection time of any GC autosampler, the Agilent 7693 
Series ALS virtually eliminates thermal discrimination. It minimizes 
variability and manual errors with enhanced capabilities—such as 
3-layer sandwich injections, heating, mixing, and barcode reading. 
What’s more, its modular design lets you upgrade from 16 vials to 150 
vials as your lab expands. 

Agilent 7650A automatic liquid sampler (ALS)
Intermediate vial capacity with high precision
For labs that process fewer than 50 samples per day, the robust Agilent 
7650A ALS maximizes sample throughput. It provides the same high-
speed injection as the 7693 Series ALS to virtually eliminate thermal 
discrimination. Plus, it includes the enhanced sampling capability of 3-layer 
sandwich injections.

Agilent Autosamplers:
The Perfect Partners for Your 8890 GC 

7650A ALS  
50-vial capacity

7693A ALS 
16/150-vial capacity
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Agilent PAL3 autosampler 
Boost output with advanced sample preparation 
capabilities 
The versatile Agilent PAL3 platform is easily configured for liquid 
injection, and offers large-volume injection (LVI), multiple vial sizes, 
and extended sample vial capacity. It is ideal for liquid injection, 
headspace, and solid-phase microextraction (SPME) applications.  

Agilent 7697A headspace sampler 
Automatically introduce volatile compounds from almost any 
sample matrix
Ensure an inert sample pathway for superior GC system performance without 
analyte degradation or loss. Electronic pneumatic control (EPC), a 111-vial capacity, 
and three exchangeable 36-vial racks make the 7697A an ideal choice for high-
throughput labs. In addition, the Agilent 7697A headspace sampler supports the 
use of hydrogen as a carrier gas. 

7697A headspace sampler  
12/111-vial capacity

Agilent PAL3  
autosampler

Protect your instrument—and the integrity of your samples—with Agilent industry-leading vials, 
caps, and syringes. View the Agilent sample introduction brochure at www.agilent.com/chem/
vialsresources and search for 5991-1287EN.

https://www.agilent.com/en-us/promotions/vialsresources
https://www.agilent.com/en-us/promotions/vialsresources
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Deactivation

Polyimide outer coating

Backflush: UltiMetal Plus 
flexible metal ferrule and Purged Union

UltiMetal Plus flexible 
metal ferrule and Ultimate Union

Glass wool

Retention gap

Agilent Inert 
Flow Path 
split/splitless 
inlet

Agilent J&W Ultra Inert GC column

Self tightening column nuts are especially well suited for oxygen-
sensitive detectors such as MS and ECD. Their tight connection 
remains leak free even after hundreds of injections. 

Learn more at www.agilent.com/chem/stnut

Actionable concentrations continue to decrease and new, relevant compounds are becoming 
increasingly active. The Agilent Inert Flow Path ensures reliable, consistent inertness from 
injector to detector—decreasing analyte adsorption for lower limits of detection (LODs) and 
better signal-to-noise response.

Agilent Inert Flow Path:
Ensure Reliable, Consistent Inertness
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An integrated approach to inertness 
Achieve the parts-per-billion, parts-per-trillion, or lower detection levels that today’s analyses demand with a totally  
inert flow path. 

–– Agilent J&W Ultra Inert GC columns are tested with 
the industry’s toughest test probe mixture to ensure 
consistent column inertness and exceptionally 
low column bleed. Smart ID keys attached to the 
GC columns provide information such as column 
usage, column configuration, column age, number of 
injections, and column temperature limits; with default 
parameters for configuration.

–– Ultra Inert inlet liners deliver a robust, reproducible, and 
reliable inert flow path—with or without glass wool.

–– Inert flow path split/splitless inlet options provide an 
extra measure of inertness to the sample pathway.

–– Ultra Inert gold seals feature deactivation chemistry 
applied on top of their gold plating for the most inert 
surface and highest-quality seal.

–– UltiMetal Plus flexible metal ferrules promote a leak-free 
seal that requires less torque and reduces the risk of 
column breakage.

–– Self tightening column nuts are finger-tight, maintain  
a leak-free seal, and reduce background noise for 
reliable results.

–– Gas Clean filter systems deliver the cleanest possible 
gas, reducing column damage, sensitivity loss, and 
downtime.

–– GC detectors allow the selectivity or sensitivity that your 
application requires—and the ability to handle  
your data with a unified platform.

For more information about creating an inert GC flow path, visit www.agilent.com/chem/inert
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A Complete GC Workflow That Helps You  
Get from Where You Are to Where You Want to Be

For over 50 years, Agilent has led the way with industry-changing GC and GC/MS instruments, 
consumables, software, and more. And every step of the way, your goals become our goals: 
Improving user experience, laboratory operation, and business success. 

Agilent sample preparation solutions
From particulate removal all the way to the most selective solid phase extraction techniques, 
the Agilent sample preparation portfolio offers the right solution for your lab and analysis.

Simplify sample preparation with prepackaged Agilent Bond Elut QuEChERS kits
–– Extraction kits with preweighed salts in anhydrous packets let you add salts  

after the organic solvent—avoiding exothermic reactions. 

–– Dispersive kits accommodate the aliquot volumes specified by current AOAC  
and EN methodologies.

Produce cleaner extracts using Agilent Bond Elut SPE 
–– A selection of polymer, silica, and other sorbents in formats ranging from  

multiple cartridge sizes to 96-well plates.

–– Consistent particle size ensures superior flowthrough and performance.

–– Vacuum manifolds and accessories help you meet all your SPE challenges.

Remove lipids and simplify sample prep with Agilent Captiva EMR-Lipid
–– Quickly and easily remove ion-suppressing lipids without analyte loss.

–– Increase productivity with shorter run times and less time spent cleaning the  
MS source and backflushing the system. 

Make sample preparation consistent, accurate, and safe with the Agilent 7696A  
sample preparation workbench 

–– Combines precise automation with an intuitive software interface to eliminate  
variability in dilution, extraction, standards addition, and other key steps.

–– Significantly reduces exposure to hazardous solvents for long-term peace of mind.

–– All prepared samples are finished in 2-mL vials that are compatible with most GC and  
LC autosamplers for direct analysis without transferring to other sample containers.

To learn more about Agilent sample preparation 
solutions, visit www.agilent.com/chem/sampleprep
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Intelligent GC systems  
Increased freedom with GC assurance
The 8890 GC is one of several new instruments that give you the freedom to work  
the way you want—while delivering quality data, every time. 

Mass spectrometry compatibility 
Improved confidence in detection and identification   
The 8890 GC is compatible with the Agilent single quadrupole, triple quadrupole,  
and Q-TOF GC/MS systems.

Flexible service and support options 
Keep your lab up and running    

–– Agilent University: Education and training to fit your needs with classroom and online training.

–– Maintenance and repair: On-demand, service plans, and service center repair options available.

–– CrossLab Connect: Smart Alerts for email notification of consumables replacement and preventive 
maintenance, as well as instrument monitoring for your entire lab.

Genuine replacement parts for Agilent detectors 
Replacement part authenticity counts    

–– Minimize background interference, low signal counts, and response changes.

–– Maintain reliable performance, consistent signal output, and maximum uptime.

–– Backed by the Agilent service agreement—plus a 90-day warranty from the date of shipment.

Gas Clean filters with Smart sensor
The Agilent Gas Clean filter system delivers clean gasses, reducing the risk of column damage, sensitivity loss,  
and instrument downtime. Inserting a Gas Clean filter system in the gas line immediately before the instrument  
inlet greatly reduces the level of impurities and improves trace analysis.

The sensitive indicators within the filter change color, alerting you that the filter needs to be replaced. Replacing  
the filters when they have reached absorption capacity ensures maximum protection of your GC columns and 
analytical hardware. 

With the Agilent 8890 GC, remembering to replace your filters is now easier. The new Smart Gas Clean sensor:

– �Automatically monitors and notifies you when a filter becomes saturated from a leak or regular use.

– �Alerts you to whether the moisture or oxygen indicator is reaching capacity and the effect it will have  
on your GC.

The 8890 touch screen and software provides step-by-step instructions for replacing a saturated filter. The  
system automatically purges the filter after completion and provides instruction on how to check for leaks  
and other troubleshooting tips.



Agilent CrossLab: Real insight, real outcomes
CrossLab goes beyond instrumentation to bring you services, consumables,  
and lab-wide resource management. So your lab can improve efficiency, optimize 
operations, increase instrument uptime, develop user skill, and more.

Learn more:
www.agilent.com/chem/gc

GC column selection tool: 
http://selectgc.chem.agilent.com 

GC/MS instruments: 
www.agilent.com/chem/ms

Inert flow path:
www.agilent.com/en/promotions/inertflowpath 

Buy online: 
www.agilent.com/chem/store 

Find a local Agilent customer center in your country: 
www.agilent.com/chem/contactus 

US and Canada: 
1-800-227-9770 
agilent_inquiries@agilent.com 

Europe: 
info_agilent@agilent.com 

Asia Pacific: 
inquiry_lsca@agilent.com 

India: 
india-lsca_marketing@agilent.com
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