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1 Install required modules  

Assure required modules are correctly installed and any window of MH is NOT opened.  

  

1.1 Required modules. 

MassHunter 5.1 (G7201D D.01.01) 
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2 Install Patch 3 for ICP-MS MassHunter G7201D D.01.01 

2.1 Confirm UAC level setting of Windows has been set to the lowest level. 

2.2 If User Access Control is activated, do the following: 

Go to [Configure User Access Control] and take screen copy (we will have a copy of the 

configuration that customer is using). Then uncheck "Enable User Access Control". 

2.3 Extract Patch.msp from ZIP and double click it.  

2.4 Click Next. 

 

2.5 Click Next 
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2.6 Click Update 
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2.7 Click Finish 

 

2.8 In the case that IQ for MassHunter is required and ECM XT (OpenLAB Server) integration 

or Protect Mode of ECM 3.x / SDA integration has been setup, follow the steps below. 

2.8.1 Restart the PC. 

2.8.2 Logon*1 to Windows as icpmhsuperuser. 

2.8.3 (ECM XT (OpenLAB Server) Integration only) Stop “ICP-MS MassHunter 

FileMonitorService” from Service Manager. 

2.8.4 Install patch (Follow 1.1 to 2.7 of the document). Then restart the PC. 

2.8.5 Logon*1 to Windows as icpmhsuperuser and execute IQ. 

 

*1 The password is 3000hanover as default. But it should be changed at 1st logon. If the password has 

been changed, ask customer the password. 
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3 Confirm Build No / Restore User Access Control settings 

3.1 Launch Instrument Control software or Data Analysis Software. 

3.2 Open help-about dialog box by [Help]→[About] 

3.3 If you can see the version, G7201D / Version D.01.01 / Build 653.14 / Patch 3, then the 

patch is installed correctly. 

 

If User Access Control was activated in step 2.2, do the following 3.4 to 3.6. 

3.4 Go to Instrument Control and clean the Queue (if queue is not empty you cannot make any 

changes in Config User Access Control) 

3.5 Go to Configure Access Control and do the following: 

⚫ Check Enable User Access Control 

⚫ Select the database integration type according to the screen copy we made in step 2.2 

⚫ Select the database and folder according to the screen copy we made in step 2.2 

3.6 Logon to Windows as icpmhsuperuser and execute IQ (If needed) 
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